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NOTES
Dimensions are in 1nches

1
z Metric eguivalents are given for general information only and are based upcen 1 00 inch = 25 4 mm
3 Dimensions apply after plating
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MIL-C-85049/45A

REQUIREMENTS
Design and construction
Dimensions and configuration See figure 1.
Interface dimensions shall conform to MIL-C-38999.
Material
Nut AMluminum alloy n accordance with MIL-C-85049.
Cable support Nonmetallic.
Finish, nut A, W.
Temperature rating
a. -65°F to *250°F continuous.
b. +345°F for 1D minute intervals,
¢ +420°F for 1| minute intervals
d. Estimate cumulative 11fe, 24 hours at 345°F and 7 hours at 420°F.
Position of slots relative to opposite opening 1s optional,
Part number: See example below.

M85049/ 45

x

Military designator

Specification sheet

Finish

Dash number (see figure 1)

Qualyification
See MIL-C-85049, category 4C.
Bending moment not applicable.

QPL evaluating activity Naval Avionics Center, Code D/714 , 6000 East 2lst
Street, Indianapolirs, Indiana 46218.
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Custodians
Army - CR
Navy - AS
Air Force - 85

Review activities
Army - MI, AR
Navy - EC
Afr Force - 11, 15, 17, 189,
DLA - ES

Agent:
DLA - ES

MIL-C-85049/45A

Freparing activity
Ayr Force - 85

(Project 5935-3221-2)



